
 

 

Application 
LED Sea Turtle Lighting, Series CL-8904, is specifically designed 

to be wildlife friendly.   

Suitable for use in Post Top, High Bay, Area Lighting, Parking 

Lots and Street Lighting especially for use in Coastal Areas to 

ensure safety and minimize the effects of light pollution on our 

wildlife. 

Features 
 Wildlife Lighting 

 100-277VAC Input Voltage 

 Suitable for Enclosed Fixtures 

 Wave Length 580-620NM  

 

LED PCB & Driver 
A long lifecycle rating of 50,000 hours  

 

Warranty 

Lamp is guaranteed for 5 years against manufacturing defects. 

 

DIRECTLED – LED Sea Turtle Lighting 

– CL-8904 Series 

 
 

 

 

MODEL WATTS 
COLOR 
TEMP 

BASE VOLTS 
U = 120-277V 

REPLACES 
(HPS MHL HID) 

WAVE 
LENGTH 

DIMENSIONS 
E26/E39 (L x D) 

CL-8904 12w AMB E26 / E39 U 50w 580-620NM 4.92”/5.55” x 2.36” 

CL-8904 18w AMB E26 / E39 U 75w 580-620NM 5.71”/6.34” x 2.36” 

CL-8904 27w AMB E26 / E39 U 150w 580-620NM 6.70”/7.32” x 2.36” 

CL-8904 36w AMB E26 / E39 U 175w 580-620NM 7.95”/8.62” x 3.35” 

CL-8904 45w AMB E26 / E39 U 200w 580-620NM 9.13”/9.80” x 3.35” 

CL-8904 54w AMB E26 / E39 U 250w 580-620NM 9.13”/9.80” x 3.35” 

CL-8904 63w AMB E26 / E39 U 320w 580-620NM 9.72”/10.39” x 3.35” 

 

Ordering Information  

CL-8904 - 54 - AMB  - E39 
 ________________________________________  ___________   __________________   _____________________   

 Model Watts Color Base  


